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USING EXISTING STRUCTURE AND EQUIPMENT,
ARM,

USING EXISTING STRUCTURE AND EQUIPMENT,
ARM,

USE EXISTING CONDUITS.

USE EXISTING HAND HOLE.

BGAE TO REMOVE EXISTING LUMINAIRE FROM POLE # 142949.

USE'EXISTING UNDERGROUND SERVICE FEED.
REMOVE EXISTING GROUND MOUNTED SIGN.

USE WITH EXISTING CABLE.
INSTALL PROPOSED GROUND MOUNTED SIGN.

INSTALL PROPOSED 24" STOP LINE.

REMOVE EXISTING PAVEMENT MARKING.
REMOVE EXISTING STOP LINE. |

RIGHT-OF -WAY LINE

INSTALL PROPOSED 50 MAST
D-3(1) SIGNS

INSTALL PROPOSED 60’ MAST

TRAFFIC SIGNAL HEADS AND SIGNS. REMOVE EXISTING

TRAFFIC SIGNAL HEADS AND SIGNS. REMOVE EXISTING D-3(1) SIGNS

" REMOVE EXISTING SIGNAL HEADS AND REPLACE WITH YELLOW LED SIGNAL HEADS.
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GENERAL _NOTES | |
1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE

PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR
SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRICR TCO THE |

CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.
IDENTIFIES A CONFLICT BETWEEN UTILITIES AND THE

THE CONTRACTOR

IF

TRAFFIC SIGNAL,THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER

IMMEDIATELY SO THAT THE CONFLICT MAY BE RESGLVED.

2. THE CONTRACTOR SHALL CONTACT MR. EDWARD RODENHIZER.,
OPERATION TEAM, 0OOTS AT 410 —-787- 7652,

TO THE NEED FOR THE INTERNAL WIRING OF THE CONTROLLER CABINET.

CHIEF SIGNAL
SEVENTY- TWO (72) HOURS PRIOR

i
PROPDSEQ'LED SIGNAL HEADS | t .
FLASHING
-8 OPERATION
® ®
12" 12" PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.

L PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.

3

p

<[

T

S

?

i._

o

(&

-

| G

‘ X CABLE 26'-10"
TN GUY 35— 0”
A . 320’
\\ N |

N ™~ RIGHT-OF ~WAY L INE X P - .

A 4 —— Eom Voo ¢ A : ‘

. ) cap SUSNUUSSIN - -
NG & I S e 0
N T ,/’ 600" Min.(720. Mox) , ,/’/, S —1

N7 — — =

/ V\g MD 260 (CHESAPEAKE BEACH ROAD) b b

i
12b \

Af\\\ ///’ SHOULDER -
- \\\\\[“gLong e |
, jf‘ RIGHT-0OF-WAY L INE

TOD NO: AT782-64
‘SHA No.: CAS56A52/B52
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